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公称尺寸 
Nominal Size

外径 
Outside 

Diameter

壁厚 
Wall 

Thickness

公称尺寸 
Nominal Size

外径 
Outside 

Diameter

壁厚 
Wall 

Thickness

公称尺寸 
Nominal Size

外径 
Outside 

Diameter

壁厚 
Wall 

Thickness

毫米(mm) 毫米(mm) 毫米(mm) 毫米(mm) 毫米(mm) 毫米(mm) 毫米(mm) 毫米(mm) 毫米(mm)

8 
13.5 2.5

32 

41.8 2.5

100 

113.0 2.8

13.5 2.8 42.4 2.8 114.3 3

10 
17.2 2.5 42.4 3 114.3 3.25

17.2 2.8 42.4 3.25 114.3 3.6

15 

20.5 1.8 42.4 3.5 114.3 3.8

20.5 1.9

40 

47.5 2.5 114.3 4

20.8 2 48.3 2.8

125 

139.0 3

20.8 2.1 48.3 3 139.7 3.25

21.3 2.2 48.3 3.25 139.7 3.6

21.3 2.3 48.3 3.5 139.7 3.8

21.3 2.4

50 

59.5 2.5 139.7 4

21.3 2.6 60.3 2.8 139.7 4.25

21.3 2.8 60.3 3 139.7 4.5

20 

26.0 1.8 60.3 3.25

150 

164.0 3.25

26.0 1.9 60.3 3.4 165.0 3.5

26.3 2 60.3 3.6 165.0 3.8

26.3 2.1 60.3 3.8 165.0 4

26.9 2.2

65 

74.8 2.8 165.0 4.2

26.9 2.3 76.1 3 165.0 4.5

26.9 2.4 76.1 3.25 165.0 4

26.9 2.6 76.1 3.6 168.3 4.2

26.9 2.8 76.1 3.8 168.3 4.5

25 

33.0 2.2 76.1 4

200 

219.1 4

33.0 2.3

80 

87.5 2.8 219.1 4.5

33.7 2.4 88.9 3 219.1 5

33.7 2.6 88.9 3.25 219.1 5.5

33.7 2.8 88.9 3.6 219.1 6

33.7 3 88.9 3.8 　 　 　

33.7 3.2 88.9 4 　 　 　

产品介绍

Product
Specification

级别 
Classification

公称尺寸 
Nominal Size

外径 
Outside Diameter

壁厚 
Wall Thickness

焊管重量 
Mass of Black Tube

毫米(mm) 最小值
Min.(mm)

最大值
Max.(mm) 毫米(mm) 平头

Plain End (kg/m)
螺纹+管箍

Screw and Socket (kg/m)

轻型  Light

8 13.2 13.6 1.8 0.515 0.519

10 16.7 0 17.1 1.8 0.67 0.676
15 21.0 21.4 2 0.947 0.956
20 26.4 26.9 2.3 1.38 1.39
25 33.2 33.8 2.6 1.98 2.00 
32 41.9 42.5 2.6 2.54 2.57 
40 47.8 48.4 2.9 3.23 3.27 
50 59.6 60.2 2.9 4.08 4.15 
65 75.2 76.0 3.2 5.71 5.83 
80 87.9 88.7 3.2 6.72 6.89 

100 113.0 113.9 3.6 9.75 10.00 

中型  Medium

8 13.3 13.9 2.3 0.641 0.645
10 16.8 17.4 2.3 0.839 0.845
15 21.1 21.7 2.6 1.21 1.22
20 26.6 27.2 2.6 1.56 1.57
25 33.4 34.2 3.2 2.41 2.43
32 42.1 42.9 3.2 3.1 3.13
40 48.0 48.8 3.2 3.57 3.61
50 59.8 60.8 3.6 5.03 5.1
65 75.4 76.6 3.6 6.43 6.55
80 88.1 89.5 4 8.37 8.54

100 113.3 114.9 4.5 12.2 12.5
125 138.7 140.6 5 16.6 17.1
150 164.1 166.1 5 19.7 20.3

重型  Heavy

8 13.3 13.9 2.9 0.765 0.769
10 16.8 17.4 2.9 1.02 1.03
15 21.1 21.7 3.2 1.44 1.45
20 26.6 27.2 3.2 1.87 1.88
25 33.4 34.2 4 2.94 2.96
32 42.1 42.9 4 3.8 3.83
40 48.0 48.8 4 4.38 4.42
50 59.8 60.8 4.5 6.19 6.26
65 75.4 76.6 4.5 7.93 8.05
80 88.1 89.8 5 10.3 10.5

100 113.3 114.9 5.4 14.5 14.8
125 138.7 140.6 5.4 17.9 18.4
150 164.1 166.1 5.4 21.3 21.9

英标 BS1387-1985 焊接钢管或BS21螺纹钢管

BS1387-1985, British Standard Weled Steel Pipes or BS21 Threaded Steel Pipes

��1.�轻型管壁厚允许偏差-8%                        �Wall thickness tolerance of Light type is -8%
2.� �中型、重型管壁厚允许偏差-10%          Wall thickness tolerance of Medium ＆ Heavy type is -10%
3. �成品长度允许偏差+20毫米/0                 Length tolerance of pipe: +20mm/0

备注Note:

Product
Specification
产品介绍

国标GB/T 3091-2008 低压流体输送用（热镀锌）焊接钢管

GB/T 3091-2008, Black and Hot-dip Galv. Welded Steel Pipes for low pressure liquids conveying

1. ���壁厚允许偏差为±10% 
       Wall thickness tolerance is -8% 
2. 口径≤48.3，管体外径允许偏差 ±0.5mm. 
       Nominal size D≤48.3, the tolerance of pipe body is ±0.5mm.
3. 口径48.3＜D≤273.1，管体外径允许偏差 ±1.0%D. 
       Nominal size 48.3＜D≤273.1, the tolerance of pipe body is ±1.0%D.

备注Note:



级别 
Schedule

公称尺寸 
Nominal Size

外径 
Outside 

Diameter

壁厚 
Wall Thickness

焊管重量 
Mass of Black 

Tube

试验压力 
Test Pressure

英寸(inch) 毫米(mm) 毫米(mm) 平头
Plain End (kg/m)

A级
Grade A (PSI)

B级
Grade B (PSI)

Standard 
SCH 40

1/4" 13.7 2.24 0.63 700 700

3/8" 17.1 2.31 0.84 700 700

1/2" 21.3 2.77 1.27 700 700

3/4" 26.7 2.87 1.69 700 700

1" 33.4 3.38 2.5 700 700

11/4" 42.2 3.56 3.39 1200 1300

11/2" 48.3 3.68 4.05 1200 1300

2" 60.3 3.91 5.44 2300 2500

21/2" 73.0 5.16 8.63 2500 2500

3" 88.9 5.49 11.29 2220 2500

4" 114.3 6.02 16.07 1900 2210

5" 141.3 6.55 21.77 1670 1950

6" 168.3 7.11 28.26 1520 1780

8" 219.1 8.18 42.55 1340 1570

XS
SCH 80

1/4" 13.7 3.02 0.8 850 850

3/8" 17.1 3.20 1.1 850 850

1/2" 21.3 3.73 1.62 850 850

3/4" 26.7 3.91 2.2 850 850

1" 33.4 4.55 3.24 850 850

11/4" 42.2 4.85 4.47 1800 1900

11/2" 48.3 5.08 5.41 1800 1900

2" 60.3 5.54 7.48 2500 2500

21/2" 73.0 7.01 11.41 2500 2500

3" 88.9 7.62 15.27 2500 2500

4" 114.3 8.08 22.32 2700 2800

5" 141.3 8.56 30.94 2430 2800

6" 168.3 10.97 42.56 2350 2740

8" 219.1 12.70 64.64 2090 2430

美标ASTM A53-1996 黑管和热镀锌焊接钢管

ASTM A53-1996,American Standard Black and Hot-dip Galv. Weled Steel Pipes

1.  壁厚允许偏差-12.5% 
     Wall thickness tolerance is -12.5%	 				  
2.  平均锌层厚度 ≥550g/m3 
    Average weight of Hot-dip Galv. coating ≥550g/m3	 		
3.  成品长度允许偏差+20毫米/0 
     Length tolerance of pipe: +20mm/0

备注Note:

产品介绍

Product
Specification

Product
Specification
产品介绍

级别 
Classification

公称尺寸 
Nominal Size

外径 
Outside Diameter

壁厚 
Wall Thickness

焊管重量 
Mass of Black Tube

毫米(mm) 最小值
Min.(mm)

最大值
Max.(mm) 毫米(mm) 平头

Plain End (kg/m)

螺纹+管箍
Screw and Socket

(kg/m)

Light

8 13.2 13.6 1.8 0.515 0.519
10 16.7 17.1 1.8 0.67 0.676
15 21.0 21.4 2 0.947 0.956
20 26.4 26.9 2.3 1.38 1.39
25 33.2 33.8 2.6 1.98 2.00 
32 41.9 42.5 2.6 2.54 2.57 
40 47.8 48.4 2.9 3.23 3.27 
50 59.6 60.2 2.9 4.08 4.15 
65 75.2 76.0 3.2 5.71 5.83 
80 87.9 88.7 3.2 6.72 6.89 

100 113.0 113.9 3.6 9.75 10.00 

Medium

8 13.3 13.9 2.3 0.641 0.645
10 16.8 17.4 2.3 0.839 0.845
15 21.1 21.7 2.6 1.21 1.22
20 26.6 27.2 2.6 1.56 1.57
25 33.4 34.2 3.2 2.41 2.43
32 42.1 42.9 3.2 3.1 3.13
40 48.0 48.8 3.2 3.57 3.61
50 59.8 60.8 3.6 5.03 5.1
65 75.4 76.6 3.6 6.43 6.55
80 88.1 89.5 4 8.37 8.54

100 113.3 114.9 4.5 12.2 12.5
125 138.7 140.6 5 16.6 17.1
150 164.1 166.1 5 19.7 20.3

Heavy

8 13.3 13.9 2.9 0.765 0.769
10 16.8 17.4 2.9 1.02 1.03
15 21.1 21.7 3.2 1.44 1.45
20 26.6 27.2 3.2 1.87 1.88
25 33.4 34.2 4 2.94 2.96
32 42.1 42.9 4 3.8 3.83
40 48.0 48.8 4 4.38 4.42
50 59.8 60.8 4.5 6.19 6.26
65 75.4 76.6 4.5 7.93 8.05
80 88.1 89.8 5 10.3 10.5

100 113.3 114.9 5.4 14.5 14.8
125 138.7 140.6 5.4 17.9 18.4
150 164.1 166.1 5.4 21.3 21.9

澳标AS 1074-1989 钢管

AS 1074-1989, Australia Standard Steel Tubes and Tubulars for Ordinary Service

1. �轻型管壁厚允许偏差-8%                     Wall thickness tolerance of Light type is -8%	
2. �中型、重型管壁厚允许偏差-10%        Wall thickness tolerance of Medium ＆ Heavy type is -10%
3. �成品长度允许偏差+20毫米/0               Length tolerance of pipe: +20mm/0

备注Note:



产品介绍

Product
Specification

级别 
Classification

公称尺寸 
Nominal Size

外径 
Outside Diameter

壁厚 
Wall Thickness

焊管重量 
Mass of Black Tube

毫米(mm) 最小值
Min.(mm)

最大值
Max.(mm) 毫米(mm)

平头
Plain End 

(kg/m)

螺纹+管箍
Screw and Socket 

(kg/m)

H 
(Heavy Series)

8 13.2 14.0 2.9 0.765 0.769

10 16.7 17.5 2.9 1.02 1.03

15 21.0 21.8 3.2 1.44 1.45

20 26.5 27.3 3.2 1.87 1.88

25 33.3 34.2 4 2.94 2.96

32 42.0 42.9 4 3.8 3.83

40 47.9 48.8 4 4.38 4.42

50 59.7 60.8 4.5 6.19 6.26

65 75.3 76.6 4.5 7.93 8.05

80 88.0 89.5 5 10.3 10.5

100 113.1 115.0 5.4 14.5 14.8

125 138.5 140.8 5.4 17.9 18.4

150 163.9 166.5 5.4 21.3 21.9

M 
(Medium Series)

8 13.2 14.0 2.3 0.641 0.645

10 16.7 17.5 2.3 0.839 0.845

15 21.0 21.8 2.6 1.21 1.22

20 26.5 27.3 2.6 1.56 1.57

25 33.3 34.2 3.2 2.41 2.43

32 42.0 42.9 3.2 3.1 3.13

40 47.9 48.8 3.2 3.56 3.6

50 59.7 60.8 3.6 5.03 5.1

65 75.3 76.6 3.6 6.42 6.54

80 88.0 89.5 4 8.36 8.53

100 113.1 115.0 4.5 12.2 12.5

125 138.5 140.8 5 16.6 17.1

150 163.9 166.5 5 19.8 20.4

欧标BS EN 10255 钢管

BS EN 10255 Steel Tubes suitable for Welding and Threading

Quality
Inspection
质量检测

中频退火仪
Annealing

水压试验机
Hydraulic  Testing Machine

光谱分析仪  
Spectral Analysis Machine

硬度试验机
Hardness Testing Machine

涡流探伤仪  
Eddy Current Testing Machine

Industrial Valves & Fittings Limited invested many inspection equipments, is capable and qualified to conduct full 
series of tests and inspections including checmical checking.
From incoming inspection to finished products, quality is checked and monitored in the whole process. Each step of 
manufacturing process is carefully documented, regularly reviewed for revision control and updating standard. Quality 
procedures are constantly monitored and updated to assure that only the highest and most consistent quality products 
are supplied to our valued customers.

冲击试验低温槽
Low Temperature Impact Testing Machine

万能材料试验机
Universal Material Testing Machine

金相检测仪
Metallographic Testing Machine



衬塑钢管   Plastic Lined Pipes

涂塑钢管   Epoxy Steel Pipes

产品延伸

RELEVANT
PRODUCTS

热镀锌钢管   Hot-dip Galvanizing Pipes

喷漆钢管   Painted Steel Pipes

Industrial Valves & Fittings Limited

Web:   www.ulfmvalve.com

Email: hvfvalves@gmail.com




